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Diesel Idling 

• MCAQD Ordinance P-21 

 

• Adopted 6/2002 

 



Purpose 

• To restrict idling for more than 5 

consecutive minutes, any device or 

combination of devices that meet all 

of the following criteria: 



P-21 Applicability 

• Vehicles designed with a gross vehicle weight 

rating of more that 14,000 pounds 

 

• Designed to operate on public highways 

 

• Powered by a diesel engine 

 

• Operating within Maricopa County 



P-21 Requirements 

• No owner of applicable vehicles shall not idle for 

more than 5 consecutive minutes unless……… 

 



P-21 Exemptions 

•  An applicable vehicle is forced to remain 

motionless due to traffic conditions. 

 

• Operated for emergency or law enforcement 

purposes 

 

• Primary engine is power source for other 

mechanical operations; AND 

 

• Involves a power take off mechanism or other 

device performing same function; AND 



P-21 Exemptions 

• Primary engine is power source and required 

for: 

 

 - loading and unloading cargo 

 - mixing or processing cargo 

 - controlling cargo temperature 

 - providing a mechanical extension to perform    

work functions. 



P-21 Exemptions 

• Being operated at idle per manufacturer's specs,  
(warm up or cool down), maintenance/diagnostic 
purposes, or R&D. 
 

• Supply heat or A/C for passenger comfort/safety 
(commercial passenger vehicles).  Max time 
allowed is 30 minutes/hour.   If >75

 
F then 60 

min/90 minute period. 
 

• Operated to comply with 49 CFR 395 and 
AZDOT R17-5-202 (Hours of Service) 



Signage Requirements 

• Applies to Truck Stop Owners and distribution centers      

 

• Permanent 

 

• 12 X 18 Inches 

 

• Place in conspicuous location 

 

• Contains County’s information line and  

 

• Fine information ($100 for first offense; $300 subsequent) 



Signage 





Thank You! 

Questions? 

 
Ken Hooker 

602-506-5102 

KHooker@mail.maricopa.gov 


